PORT "C”
PORT "D”

NORMALLY OPEN

LINE PRESSURE/FLOW AGAINST THE
VALVE SEATING DISC WILL OPEN THE
VALVE. CONTROL PRESSURE APPLIED TO
THE TOP OF THE DIAPHRAGM (PORT "C")
WILL CLOSE THE VALVE.

PORT "C”

SPRING ASSIST CLOSED

SPRING SERVES AS AN ASSIST TO
ASSURE FULL VALVE CLOSURE IN
THE ABSENCE OF LINE AND
CONTROL PRESSURES.

PRINTED IN U.S.A.

NORMALLY CLOSED

PORT "C”

LINE PRESSURE AGAINST THE DISC, TRANSFERRED THRU AN EXTERNAL
LINE TO PORT "C” AT THE TOP OF THE DIAPHRAGM, WILL CLOSE THE
VALVE. CONTROL PRESSURE AT PORT ”"D” WILL OPEN THE VALVE.
ADDITION OF "SPRING ASSIST CLOSED” FEATURE IS RECOMMENDED

FOR THE FOLLOWING CONDITIONS:

1. LOW PRESSURE AND/OR FLOW.
2. VALVE DISCHARGES TO ATMOSPHERE.

NORMALLY CLOSED FEATURE NOT RECOMMENDED FOR LINE MEDIA
CONTAINING SOLIDS, HIGH TEMPERATURES OR OTHER MEDIA

CONDITIONS WHICH MAY DAMAGE THE DIAPHRAGM.

PORT "C”

SPRING ASSIST OPEN

SPRING SERVES AS AN ASSIST TO

ASSURE FULL VALVE OPENING IN
THE ABSENCE OF LINE AND
CONTROL PRESSURES.

FORM NO. 1078165

PORT "C”

LIMIT STOP

INCLUDES AN ADJUSTMENT SCREW WHICH
LIMITS THE VALVE STROKE. MAY BE USED
TO CONTROL FLOW RATE, HOWEVER,
FLOW RATE WILL VARY WITH CHANGES IN
PRESSURE.

POSITION INDICATOR

INDICATOR ROD IS ATTACHED TO MAIN VALVE
STEM TO SHOW POSITION OF VALVE.

ONLY AVAILABLE WITH COMBINATION OF
SPRING ASSIST AND LIMIT STOP OPTIONS.

20580 Enterprise Avenue
Brookfield, Wl 53045
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